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Accessories: — (with column extension)

e

column extension
Working height 1300-2300 mm

1300 mm

SPECIFICATIONS EBW 1300

Working height 250-1300 mm
Collar diameter max. 60 mm
Weight 24,5 kg

Suplied in a box

Working height 1300-2300 mm

Weight 4,5 kg

Exact can lowering

>) Drill rig "Bohrwurm"
EBW 1300

Body-protecting drilling with
low risk potential

APPLICATION:
- Low-fatigue and relaxed drilling

- Reduces accident potential to a minimum - prevents
hand/arm injuries in case of blocking

- For EIBENSTOCK diamond core drills as well as core
drills and hammer drills of various manufacturers with
max. 60 mm clamping collar

- Sanitary, heating and ventilation construction,
electrical installer building construction and civil
engineering, drilling companies, machine rental

FEATURES:

No mounting damage to the wall as with
"conventional" drill stands

Short set-up times, even for high bores
High efficiency for series drilling at the same height
Easy and space-saving transport

Flexible, stepless adjustment of drilling height by
crank feed

Mechanical lock between carriage and column
enables safe lowering of the machine incl. drill bit and
drill core

With accessory column extension- Easy and space-
saving to transport

Ventilation holes up to 2.30 m height with column extension (accessories)
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